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1

2

3

5

6

7

8

12

9

13

10

14

11

GND GND
Tx Data (In) Tx Data (In)
Rx Data (Out) Rx Data (Out)

A A

A A
GND GND

B B

B B

Active or - DC Active or +DC
Neutral or + DC Neutral or -DC

Earth Earth

RS232 RS232

RS422 Out RS422 Out

RS422 In RS422 In

Power
Supply

Power
Supply

Wire
link

Wire
link

Model
RMSI422

Model
RMSI422

Model
RMSI422

Model
RMSI422

AMALGAMATED INSTRUMENT CO

A
M

A
L
G

A
M

A
T

E
D

 
I
N

S
T

R
U

M
E

N
T

 
C

O

AMALGAMATED INSTRUMENT CO

A
M

A
L
G

A
M

A
T

E
D

 
I
N

S
T

R
U

M
E

N
T

 
C

O

Low capacitance computer cable (screened twin twisted pair) must be
used for RS422. (Note - RS422 screen connected at both ends)

Screened cable for RS232

Required link settings: LK1 - Manual,
LK2 - Active low, LK3 - Echo off,
LK4 - RS422, LK5 - In, LK6 - In
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ECHO MUST BEON FOR AUTODetailed wiring and link setting example - RS232 to RS422 followed by RS422 to RS232 conversion

Application Note: Number AN15


